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SUBSCRIBER INITIATES A CALL 
CONNECTION TO A DESIRED DESTINATION 






UNIFORM ACCESS SYSTEM COMPARES OUTPUT 
FROM GLOBAL POSITIONING SYSTEM WITH THE 
DATA STORED IN TRANSLATION MEMORY 
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CONTROLLER ACCESSES THE TRANSLATION MEMORY 
TO OBTAIN OUTPUT FROM TRANSLATION MEMORY 
INDICATIVE OF THE AREA CODE FOR THE PRESENT 
LOCATION OF THE COMMUNICATION DEVICE 
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CONTROLLER RETRIEVES DATA INDICATIVE OF THE 
ACCESS NUMBER CORRESPONDING TO THE 
SUBSCRIBER DIALED NUMBER FOR THE LOCALE 
IN WHICH THE COMMUNICATION DEVICE IS 
PRESENTLY ACTIVE 
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UNIFORM ACCESS SYSTEM PASSES RETRIEVED 
ACCESS NUMBER TO THE COMMUNICATION DEVICE 






COMMUNICATION DEVICE INITIATES CALL 
CONNECTION TO NEWLY DESIGNATED DESTINATION 






COMMUNICATION CONNECTION IS EXTENDED TO 
ANOTHER COMMUNICATIONS NETWORK TO THE 
DESIGNATED DESTINATION 






UNIFORM ACCESS SYSTEM DETERMINES 
MOVEMENT OF COMMUNICATION DEVICE 
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UNIFORM ACCESS SYSTEM ACTIVATES THE 
COMMUNICATION DEVICE TO INITIATE A CALL 
TRANSFER REQUEST TO THE HOST 
COMMUNICATION NETWORK 
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